Caratteristiche Tecniche NMT ES Technical Characteristics

2012
Pump Pressure Volume RPM Power
Pompa Pressione Portata giri/min Potenza
I/min GPM HP KW
bar | PSI | 50Hz | 60 Hz | 50 Hz | 60Hz | 50 Hz | 60 Hz | 50 Hz | 60 Hz | 50 Hz | 60 Hz

NMT1220ES 200 | 3000 | 12.5 | 15.0 | 3.3 40| 1450 | 1740 | 6.4 | 7.5 | 4.7 | 5.7
NMT1520ES 200 | 3000 | 15.0 | 18.0 | 4.0 | 4.7 | 1450 | 1740 | 7.7 | 9.2 | 5.7 | 6.8
NMT1820ES 200 | 3000 18.0 | 214 | 48 | 56 | 1450 | 1740 | 9.2 | 11.0| 6.8 | 8.1
NMT2120ES 200 | 3000 | 21.0 | 25.0 | 5.5 | 6.6 | 1450 | 1740 | 10.7 | 12.8 | 79 | 94
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Lubrificazione: Olio SAE 20/40W Lubrication: SAE 20/40W Oil

Capacita: 0.65 Litri Rev. 5 07/2016 Capacity: 0.65 Litres
Peso pompa: 11.8 Kg Weight: 11.8 Kg
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Pompe NMT ES serie 2072
NMT ES pumps 20712 series

A termini di legge ci riserviamo la proprieta di questo disegno con il divieto di riprodurlo e/o divulgarlo a terzi senza il nostro consenso scritto.
This page must not be dublicated nor distributed to any third person without our written approval. We will reserve all rights exclusively for our intellectual properties.



SPARE PARTS KITS NMT ES 2012 KIT RICAMBI
sper |||
Posizioni Q.'ta o NI
- - ogni pompa
Part Number & Description Descrizione MEA RS
ltems P Qtyfor |2 2|2 (R
eachPump === |=
z|lz|z|z
3 [3- 4 (5- 6) §] 2603.32 2603.32 o 1
Plunger Seals 20mm Guarnizioni pistone @20
2603.23 2600.23
3-4(5-6)7-8 Complete Seals Packing 20mm Pacco completo 3
P 9 Guarnizioni pistone @20
34- 35- 36- 37 (2601.34 2601.34 3
38- 39 Plunger 20mm Pistone @20
12- 13 (20- 21 |2600.56 2600.56 6
22-23) 14 Complete Valve Valvola completa ARAR AR
3x (2) 2608.03_ 2608.03 . 1
Plunger oil Seals Anelli tenuta olio Asta
3-4(5-6)7-8-9
10- 11-12- 13 |2600.57 2600.57 1
(20- 21- 22- 23) |Complete Manifold Testata Completa
14- 15- 18- 19
40- 41- 42- 43 (3100.28 3100.28 3
44 Conn.rod-plun.rod assy Premontato biella-asta
IMPORTANT IMPORTANTE
| * | |Part available Particol. disponibile
in kit only solo in kit
IMPORTANT IMPORTANTE
| * | |Part available Particol. disponibile
in kit also anche in kit
PARTS LIST LISTA RICAMBI
sper |10 [ |00
Codice Qaper |5ls|s|o
Pos. - . ogni pompa [N [N NN
Part Description Descrizione MEA RS
ltem Q.tyfor [T ||
Number el Fonll ol
eachPump === |=
zl|lz|z|z
1 0202.95 |Crankcase Carter 1
*2 |1 0001.03 [Plunger oil seal Anello radiale 3
*3 [ 0601.07 |"O" Ring @1.78x31.47 "O" Ring @1.78x31.47 3
. Low pressure seal Premontato tenute
4| 360488 assembly dia. 20 bassa pressione @20 :
*5 [ 1201.87 |Pressure ring 20mm Pressore @20 3
*6 | 0002.71 |"U" seal, dia.20mm Anello tenuta "U" @20 3
*7 | 0303.03 [Intermediate ring 20mm Diffusore Interm. @20 3 ololele
*8 | 0002.70 |"U" seal, dia.20mm Anello tenuta "U" @20 3
*9 | 1408.18 [Bonded Seal G1/2 Stainless Steel |Bonded Seal G1/2 Inox 1
*10 | 1601.54 |Inox plug G1/2 Tappo G1/2 inox 1
*11 | 1602.31 |Manifold housing Testata 1
*12 | 0601.19 |"O" Ring @2.62x17.13 "O" Ring @2.62x17.13 6
*13 | 3604.74 |Valve assembly Valvola premontata 6
*14 | 0601.65 ["O" Ring @2.62x20.29 "0" Ring @#2.62x20.29 6
*15 | 1601.55 |Valve plug Tappo valvola 6
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PARTS LIST NMT ES 2012 LISTA RICAMBI
niniunln
Q.ta per %J %J %J %J
Item anirt:er Description Descrizione Oggl.tr;olcrg rpa § g % g
eachPump [Z|Z (==
el -l bl
16 | 1801.02 |Manifold stud bolt Stainless Steel Vite TCEI M8x65 inox A2 70 8
17 | 1400.54 |Washer Stainless Steel Rosetta @8.5 INOX 16
*18 | 1408.17 |Bonded Seal G3/8 Stainless Steel Bonded Seal G3/8 Inox 1
*19 | 1601.53 [Inox plug G3/8 Tappo G3/8 inox 1
*20 | 1503.01 |Valve seat Sede valvola 6
*21 | 1202.01 |Valve plate Piattello valvola 6
*22 | 0900.38 |Valve spring Molla valvola 6 olo|e|e
*23 | 0604.05 [Valve cage Gabbia valvola 6
24 | 1801.14 |HeX Socket Screw M&x20 Vite TCEI M8x20 INOX A2 70 8
Stainless Steel
25 | 0500.61 |Closed bearing housing Flangia chiusa 1
26 | 0601.63 |"O" Ring @1.78x60.05 "O" Ring @1.78x60.05 2
27 | 0200.06 |Roller bearing 33205 Cuscinetto a rulli 33205 2
0006.14 |Single - ended shaft Albero semplice P.d.F. 1 14
o8 0006.16 " " " " " " 1 .
0006.17 1 .
0006.18 1 .
29 | 0206.04 |Crankshaft key Chiavetta 1
30 | 1600.15 |Oil dip stick Tappo livello olio 1
31 | 0001.02 |Crankshaft seal Anello radiale 1
32 | 0301.02 |Shim Distanziale 1
33 | 0500.60 |Bearing housing Flangia 1
*34 | 0302.05 |Plunger nut Stainless Steel Dado pistone INOX 3
Spacer @ 11.2/15x0.5 Rosetta @ 11.2/15x0.5
|| 2B S'[)ainless Steel Acciaio Inossidabile .
*36 | 1200.10 |Plunger 20mm Pistone @20 3
Spacer @ 11.3/24x0.5 Rosetta @11.3/24x0.5
| A2 S'?ainlees Steel Acciaio Inossidabile .
*38 | 0601.03 ["O" Ring @1.78x7.66 "O" Ring @1.78x7.66 3
*39 | 0009.04 [Teflon ring Anello antiestrusione 3 *1*1**
*40 | 0003.05 [Plunger rod Stainless Steel Asta pistone INOX 3
*41 | 0100.01 [Connecting rod Biella 3
*42 | 1502.06 [Connecting rod pin Spinotto 3
*43 | 1401.02 |Spring washer @6 Rosetta elastica @6 6
*44 | 1801.32 [Connecting rod screw M6x30 Vite M6x30 6
45 | 0601.88 ['O" Ring & 2.62x126.67 "O" Ring @ 2.62x126.67 1
46 | 0203.59 |Crankcase cover Coperchio posteriore 1
47 | 0601.14 |"O" Ring &1.78x14 "O" Ring ¥1.78x14 1
48 | 1601.17 |Brass plug G3/4 Tappo G3/8 ottone 1
49 | 0700.05 |Sight glass, G3/4 Spia livello olio G3/4 1
50 | 1801.13 |Cover screw Stainless Steel Vite M6x16 INOX A2 70 4
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